
Product datasheet
Specifications

Easy Rack PDU, Metered, 0U,
1 Phase, 3.7kW, 230V, 16A, 10
GB10A and 2 GB16A outlets,
IEC60309 2P + E inlet
EPDU1116M-GB12

Summary
Delivery date

Main information

Usually available for stock

Main Input Voltage 200...240 V

PDU type Instrument testing

Main Output Voltage 200...240 V

Input Connection Type IEC 60309 16 A 2P + E

Number of rack units 0U

Cable length 2 m

Cable quantity 1

Equipment provided

Physical parameters

Installation guide
Vertical mounting rack
Tool-free mounting accessories

Color Black

High 936 mm

Width 62 mm

Depth 44.5 mm

Net weight 2.09 kg

Mounting preference No preference

Installation type Rack-mounted

Installation location

Input

Vertical

Input current limit 16 A

Load capacity 3680 VA

Network frequency 50/60 Hz

Number of input connectors 1
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Output
Socket product jack number 12

Number of power socket outlets 10chinese outlet 10 A
2chinese outlet 16 A

Conformity
Certified product CE

Environment
Operating temperature -5…45 °C

Working altitude 0...10000 ft

Storage ambient
temperature -25…65 °C

Storage relative humidity 5…95 %

Storage height 0.00…15240.00 m

Packaging unit
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 132 cm

Package 1 Width 11 cm

Package 1 Length 16 cm

Package 1 Weight 2.92 kg

2 2023-10-8


	Product datasheet

