
Eaton UPS

DX RT 1-10kVA

DX RT series UPS is specially designed by Eaton to

effectively solve the high-quality power requirements of

modern IT equipment and network communication

application environments, and can be well matched with

advanced modern IT equipment.

Equipped with a new generation of intelligent UPS.

Application
● Key servers and network transmission
equipment
● IT cabinet
● Telecommunications, VoIP and other
equipment
● Banking and security systems
● Medical system
● Manufacturing/control system
● Laboratory equipment, precision instruments,
etc

Specification

Excel lent performance, providing all-round protection for key equipment
● The output power factor is 0.9 (the 6K and 10K models are as high as 1) , fu l ly matching modern IT load

equipment. Compared with low power factor products , it provides more act ive power under the same

apparent power

● Adopt online double-conversion topology , 0ms convers ion time, provide high-qual i ty power for key

equipment

● Support paral lel funct ion, provide a higher level of power protect ion for key systems, making the

system rel iabi l i ty greater than 99.99%

● The insta l lat ion height of the rack is less than 3U, sav ing the internal space of the cabinet

● High eff ic iency and energy saving, sav ing more power and heat dissipat ion costs for customers

● Comply with CE cert i f icat ion, TLC cert i f icat ion and CQC cert i f icat ion

Flexible configuration to meet different needs of customers
● Standard battery modules or third-party battery boxes can be configured to provide more discharge

time for the load

● Compat ib le with tower and rack (in a standard 19- inch cabinet) insta l lat ion, adapting to a wide range

of computer room appl icat ions and saving investment costs

● The charging current of 6K and 10K models can be flex ib ly set through the LCD panel according to the

actual battery capaci ty of the customer, so as to avoid the impact of excessive charging current on the

battery li fe under the premise of ensur ing the charging time

● 6K, 10K models have 16/17/18/19/20 adjustable battery cel ls . Can be flex ib ly configured according to

customer needs

● 10K3:1 models support two input and output modes : three- input-single-out and one-input-s ingle-out

Simple operation and easy management
● Graphical LCD display, intui t ive display of UPS status . Easy to set

● The LCD screen can be rotated 90 degrees according to the placement direct ion

● Provide ser ial port , USB interface, EPO inter face , editable dry node inter face , and provide addit ional

smart slots for insta l l ing optional network card/Modbus card/stem node card to meet di f ferent

communicat ion monitor ing needs

● Combined with Eaton IPM power management software , it can seamlessly integrate mainstream

virtual izat ion environment and cloud management tools

Technical specification
Model DX RT 1kVA DX RT 2kVA DX RT 3kVA DX RT 6kVA DXRT 10KVA DX RT 3:110KVA

power 1000VA 2000VA 3000VA 6000VA 10kVA 10kVA

Input

voltage range 110VAC~300VAC 110VAC~275VAC 208-474VAC

frequency range 40~70Hz

power factor >0.99
harmonic
wave(THDI)

<5% <3% 5%

Output

voltage 208/220/230/240VAC(220VAC)

precision ±2% ±1%
frequency 50Hz±0.05Hz(battery mode)

power factor 0.9 1 0.9
voltage distortion <3%(linear

load)
<4%(linear load) <1%(linear load) <2%(linear load)

overload capacity 100%-108%;alarm and keep running
108%-150%:30 seconds；

105%~125%;10mins；
125%～150%;30 seconds；

105%~125%;10mins；
125%～150%:30 seconds；

Battery

model Valve-regulated maintenance-free lead-acid type

Battery voltage 36VDC 72VDC 96VDC Standard UPS：
192VDC(240VDC
opyional)
Long UPS：192VDC
(192/204/216/228/240VDC
adjustable)

384VDC

full load backup
time
(standard
UPS)(PF=0.9)

>4.5min. >4.5min. >3min. >4 min. >2 min.

Complete UPS

efficiency >0.9 >0.91 >0.91 >0.95(online mode)/0.98(ECO
mode)

0.92(online mode)/0.97(EC0 mode)

static bypass Built-in

s i z e ( s t anda rd
UPS )
W*D*H mm

443*420*87 443*570*87 443*570*87 UPS:443*571*86.3
EBM:443*594*130

weight (standard
UPS)kg

14.7 24.5 25.5 UPS:13.0
EBM:45.4

UPS:14.5
EBM:45.5

s i z e ( lo ng UPS )
W*D*H mm

443*420*87 443*420*87 443*420*87 443*571*86.3 443*571*863

weight(long UPS)kg 7.4 10 10.1 13.1 15 15.5
noise(dB) <45 <50 <50 <55 <60
interface Graphical LCD+LED indicator
Can add UPS No Yes Yes
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communication USB:Intelligent expansion communication slot RS-232,USB,EPO,Intelligent expansion communication slot
safety GB4943-2001 IEC62040-1
option Rack installation guide rail, extended battery box, PDU, SNMP/WEB card, Modbus card, AS/400 card, centralized monitoring

software IPM (>10 nodes), parallel kit (above 6KVA)

Environment
operating
temperature

0-40℃

humidity <95% (no condensation)

altitude Less than 1000m does not derate. If more than 1000m is increased by 100m, the derate is reduced by 1%

storage
temperature -20-55℃(without battery)

level of protection IP20
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